
1. Choose the right MetaWrap for the vehicle.

sidnagnittretsafgnitroppuserutaefesaeler-rianasahX-DM•
suitable for modest recesses.

elgnisedulcniesehT–sessecerrepeedrofelbatiussiBX-DM•
recesses, L-shaped, which have a smaller radius, and double,
U-shaped channels.

deilppaebsyawladluohsetanimalrevodehctamXdrauGateM•
for protection and MetaW re mechanically matched
and so handle correctly.

2. Always use the correct ICC Colour Pr

slevelknirewoleriuqeryamdnanihterasmlparWateM•
than generic print media. Excessive solvents that result from
incorrect pr reduce ultimate adhesion levels by
as much as 30% – this is critical in areas most under stress
where full adhesion is needed.

morfdaolnwodrofelbaliavaeraselorP•
www.metamark.co.uk/pr

3. gniyrdybdessag-tuoylluferastnirptahterusnesyawlA

unwound in well ventilated area.

fomuminimawollA• 48 hours for the solvents to out-gas
before overlaminating and before application to the vehicle.
Retained solvents, drying conditions and colour saturation can

reduce adhesion. Solid, saturated dark colours can
require in excess of 48 hours.

.aidemehthguorhtyllufetalucricotriawollaotstnirperotS•
Leaving prints stacked, tightly rolled, or standing on end does
not allow proper out-gassing.

• Apply a trial piece to check the print has out-gassed.

4. Always ensure the vehicle is cleaned meticulously.

,sessecerfotraptsepeedehtnitnatropmiylralucitrapsisihT•
any area where the media is under stress, and around edges.
Vehicle Wrapping is only possible in a clean dry workshop
environment, to allow the vehicle to be meticulously cleaned,
achieve the right surface temperature, and to be completely dry.

ecafruSroAPIhtiwneht,retawypaosmrawhtiwyllaitininaelC•
Cleaner and lint free cloths, while applying pressure to remove
stubborn matter.

elcihevehtfidna,segdednasessecerdnuoranaelcehttaepeR•
has been left for a while befor

neebsahelcihevehtfidedeeneblliwgninaelclanoitiddA•
prepared with wax products, or if there is overspray of silicon
based products used on trim.

lanoitiddaeriuqernacsexaw)IDP(noitcepsnIyrevileDerP•
cleaning to remove completely.

5. Always ensure the corr re.

taebtsumelcihevehT• 62-75°F, which can be done by putting
a fan heater inside the vehicle. (1) The vinyl should be at a
similar temperature. The vehicle must be fully dry, and in a
workshop environment.

rostnanimatnocynA.ylnodohtemyrdahtiwmlehtylppA•
moisture will weaken adhesion.

etamitlurewoleveihcalliwstniapelcihevdesab-retaW•
adhesion.

• Primers may be used but users should determine suitability.

6. Technique for application into recesses.

noisehdamumixamstiniatniammlehttahteriuqersesseceR•
in the deepest part of the recess as it is here that it is most
under stress. The correct technique wor rom surrounding
areas under less stress using gentle uniform heat. U
pressure during application and rub down again afterwards.

tsujybaidemehtgnihctertS.aidemehthcterts-revotonoD•
50% will thin the adhesive and can reduce adhesion levels
by 35%.

htiwsA.nrutniedishcaeotylppaslennahcelbuodroF•
single-channels, warm the area away from the recess to gain
stretch. Do not push into the centr
as this may lead to eventual failure.

Application Guidelines for
MetaWrap MD-X and MD-XB have been developed for full and partial vehicle wraps with recesses and
compound convex curves. Successful vehicle wrapping requires the correct techniques learned through
training and developed though experience to achieve the best results.

SINGLE CHANNELS



7. Technique for application over convex curves.

,aeraxevnocehtnomlehtsehcterts-erpeuqinhcettcerrocehT•
wor r reas under less stress whilst applying
gentle uniform heat.

roevrucxevnocafoegdeehtsdrawotmlehtnoisnettonoD•
edge t o remove excess as this could cause the lm to pucker and
eventually lift.

8. Do not apply a vertical join in a recess.

aidemehtfohtdiwllufehtesU.tnioperuliafaetaerclliwsihT•
van –

design the panel in landscape to create more favourable
application opportunities.

rosdrawnwodsecafpalrevoehttahthcusstniojynaylppA•
away from the direction of vehicle travel.

9. P recesses and on the edges.

•
to 212-221°F using a digital non-contact thermometer to
measure the surface temperature.

• Post heating is vital to bond the adhesive fully to the vehicle

• Do not return later to post-heat as the adhesive will have
started to cure already and the bond strength will be

• Over-heating can cause the adhesive to delaminate from the

10. Removing entrapped air.

,riaesaelerotdekcirpebyamselbbuB.riadeppartnediovA•

where the vinyl is under less stress.

Please note: These guidelines suggest the main p oints to observed
for producing a successful a pplication with MetaWrap. The success
of the application is ultimately determined by the skill of the
installer – results therefore may vary and cannot be guaranteed.

(1) Use extreme caution. Avoid directed hot air contacting trim,
plastics and upholstered surfaces, and trailing mains leads.
Never leave unattended. Ensure adequate space around heater.

Metamark Vehicle Wrapping Course

Vehicle wrapping is growing in popularity and represents an
attractive commercial opportunity for those with the skills
needed to do the job.

Vehicle Wrapping Course
to gain real hands-on Wrap experience as well as top tips
and tricks.

MetaSure Warranty

MetaWrap MD-X is covered by our
MetaSure warranty programme.
For data sheet and full warranty details
please visit www.metamark.co.uk/technical

For further technical support
email technical@metamark.co.uk
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